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PE & PVC PULLING EYES

        Size      Length                       Conduit ID                                            Lead Cone                                                 Norm. 
Part          in          in                          in (mm)                               (conduit) O.D.              Duct                       Duct I.D. 
No.       (mm)       (mm)              Min.                        Max.    in (mm)        Type                        in (mm)
         1.25 SDR 11.0      1.33 (34) 
         1.25Sch 40           1.38 (35) 
08220012       1 1/4       6.23             1.25         1.50     1.94  1.25 SDR 13.5      1.39 (35) 
         (32)       (158)              (32)           (38)      (49)  1.25 SDR 15.5      1.43 (36) 
         1.25 SDR 17.0      1.44 (37) 
         1.25 SDR 21.0      1.50 (38)
         1.5 SDR 11.0        1.53 (39) 
         1.5 SDR 13.5        1.60 (41) 
08220015       1 1/2        6.23              1.50         1.75     2.19  1.5 SDR 40           1.61 (41) 
        (38)       (158)               (38)          (44)      (56)  1.5 SDR 15.5        1.63 (41) 
         1.5 SDR 17.0        1.66 (42) 
         1.5 SDR 21.0        1.72 (44)
         2.0 SDR 11.0        1.92 (49) 
         2.0 SDR 13.5        2.00 (51) 
08220020         2       8.18               1.88          2.15     2.63  2.0 SDR 15.5        2.05 (52) 
       (51)        (208)                (48)           (55)      (67)  2.0 Sch 40            2.07 (53) 
         2.0 SDR 17.0        2.08 (53) 
         2.0 SDR 21.0        2.15 (55)

08220026   2 1/4 (57)     8.88 (225)              2.00 (51)   2.25 (57)                      2.75 (70)  63 mm                  2.11 (54) 

         2.0 SDR 21.0        2.15 (55)
         2.5 SDR 11.0        2.32 (59) 
         2.5 SDR 13.5        2.42 (61) 
08220025       2 1/2       8.80                2.31          2.56     3.13  2.5 Sch 40            2.47 (63) 
        (64)       (224)                (59)            (65)      (80)  2.5 SDR 15.5        2.49 (63) 
         2.5 SDR 17.0        2.51 (64)
         3.0 SDR 11.0        2.83 (72) 
         3.0 SDR 13.5        2.95 (75) 
08220030         3      11.89                2.69 3.13     3.50  3.0 SDR 15.5        3.02 (77) 
       (76)       (302)                 (68)  (79)     (89)  3.0 SDR 17.0        3.06 (78) 
         3.0 Sch 40            3.07 (78)
         3.5 Sch 40            3.55 (90) 
         4.0 SDR 11.0        3.63 (92) 
         4.0 SDR 13.5        3.79 (96) 
08220040         4      14.11               3.50  4.06        4.50  4.0 Sch 80            3.83 (97) 
      (102)       (358)                (89)            (103)       (114)  4.0 SDR 15.5        3.89 (99) 
         4.0 SDR 17.0        3.94 (100) 
         4.0 Sch 40           4.03 (102) 
         4.0 SDR 21.0       4.05 (103)
         5.0 SDR 11.0       4.49 (114) 
         5.0 SDR 13.5       4.69 (119) 
08220050         5       18.45                4.25 5.06       5.56  5.0 SDR 15.5       4.80 (122) 
      (127)        (469)                (108) (129)       (141)  5.0 SDR 17.0       4.87 (124) 
         5.0 SDR 21.0       5.00 (127) 
         5.0 Sch 40           5.05 (128)
         6.0 SDR 11.0       5.35 (136) 
         6.0 SDR 13.5       5.58 (142) 
08220060         6       19.60                5.06 6.00        6.63  6.0 SDR 15.5       5.72 (145) 
      (152)       (498)               (129) (152)        (168)  6.0 SDR 17.0       5.80 (147) 
         6.0 SDR 21.0       5.96 (151)
         6.0 Sch 40           6.07 (154) 
         7.12 SDR 11.0     5.75 (146) 
08220070         7 1/8       20.50               5.50             6.44          7.13  7.12 SDR 13.5     6.01 (153) 
      (181)        (521)              (140) (164)         (181)  7.12 SDR 15.5     6.15 (156) 
         7.12 SDR 17.0     6.24 (158) 
         7.12 SDR 21.0     6.41 (163)
         8.0 SDR 11.0       6.96 (177) 
08220080             8        21.53               6.63  7.69           8.63  8.0 SDR 13.5       7.27 (185) 
      (203)        (547)              (168)                       (195)          (219)  8.0 SDR 15.5       7.45 (189) 
         8.0 SDR 17.0       7.55 (192)
         10.0 SDR 11.0     8.68 (220) 
08220010        10       25.48               8.25              9.75          10.81  10.0 SDR 13.5     9.06 (230) 
      (254)       (647)              (210)             (248)           (275)  10.0 SDR 15.5     9.28 (236) 
         10.0 SDR 17.0     9.41 (239) 
         10.0 SDR 21.0     9.67 (246) 
         12.0 SDR 11.0     0.43 (265) 
08220021        12                 28.75              10.13 11.38           12.75  12.0 SDR 13.5     0.86 (276) 
      (305)       (730)               (257) (289)            (324)  12.0 SDR 15.5     11.10 (282) 
         12.0 SDR 21.0     11.25 (286)
         14.0 SDR 11.0     11.45 (291) 
08220031        14       28.75               11.25 12.50           14.00  14.0 SDR 13.5     11.93 (303) 
      (356)              (730)               (286) (318)             (356)  14.0 SDR 15.5     12.19 (310) 
         14.0 SDR 21.0     12.35 (314)
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